
Vacuum chamber packaging machine Kitchen Line
975398

Durable design – high-quality stainless steel casing and
chamber Transparent lid made of durable high-quality ABS
plastic makes it possible to control the – packaging process
Convex lid makes it possible to pack large portions Bag sealing
time: 0-6 s 6 vacuum levels to choose from Sealing only
function Marinating function: 11 cycles of extracting and letting
air into the bag (one cycle takes 9 min); thanks to negative
pressure, marinade penetrates into the product faster, which
significantly speeds up the whole process The packing cycle
starts automatically when the upper lid is closed Professional
and highly efficient rotary pump Intended for continuous
operation Pump performance: 77 l/min Chamber dimensions:
350x300x(H)110 mm Seal strip is 290 mm long and 3,5 mm
wide. Net weight: 24.4 kg

Specifications
Usage area : Kitchen
Voltage : 230
Pump type : Air cooled pump
Electrician needed : No
Materials : ABS (Acrylonitril-butadieen-styrene),

Stainless steel

Packed per : 1
Packaging type : Box
Length (mm) : 359
Width (mm) : 425
Height (mm) : 366
Power (input) (W) : 630
Programmable : No
Measurements : 359x425x(H)366

Transport specifications
EAN : 8711369975398
Intrastat code : 84224000
Gross weight (kg) : 24.18
Net weight (kg) : 22.05

Sales units per pallet : 6
Plastic packaging (gram) : 659
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